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1
BUCKET TRANSPORT STRUCTURE

BACKGROUND OF THE INVENTION

The present invention relates generally to a wheelbarrow
style structure for transporting buckets. More specifically,
the present invention is directed to a simple novel structure
for transporting buckets, wherein the structure includes a
wheelbarrow frame together with a generally flat platform
that defines one or more holes for receiving a bucket, which
supports buckets in a roughly horizontal position during use
and transport.

Wheelbarrows are useful items for transporting solid
items of many sizes and shapes. However, conventional
wheelbarrows are often ill-equipped for the transportation of
liquids or buckets. For example, liquid materials tend to
slosh and overflow the edges of the wheelbarrow during
transport. This is particularly troublesome when traveling
over bumpy or rough terrain. Buckets being transported in a
conventional wheelbarrow have a tendency to slide and
move around during transport. Further, while a conventional
wheelbarrow may have a horizontal surface for loading the
buckets, when in transport an angle is typically created that
enhances the sliding and moving problem. Additionally, the
angle created can cause further tendency towards spilling of
the contents of the bucket or tipping of the bucket when in
motion in conventional wheelbarrows. It is also particularly
difficult to segregate materials within a conventional wheel-
barrow. Very few advances to correct such problems have
been posited.

Examples of devices designed to transport buckets and
traverse the difficulties of conventional wheelbarrows
include: U.S. Pat. No. 6,203,033 discloses a wheelbarrow
for transporting circular buckets which includes a U-shaped
bucket-support platform, consisting of rails, and two bucket
confinement rings, consisting of tubes, which are supported
by a U-shaped support tube. The combination of the plat-
form, rings, and support tube is such that the structure
supports the buckets from falling vertically and moving
laterally. The structure is also such that the buckets are
supported near the center line to prevent the wheelbarrow
from tipping over.

U.S. Pat. No. 5,791,667 discloses a wheelbarrow with
special compartments for containing individual buckets. The
structures disclosed mostly consisting of a base platform for
vertical support and some bucket confinement structure to
prevent lateral movement, consisting of rails.

Several problems exist with these prior art devices. While
each device may hold buckets in a relatively horizontal
position when loading, the buckets are held at an angle when
in transport. This angle enhances the chances of spilling a
bucket’s contents when in transport. Further, the assemblage
of platforms and rings is rather complicated, and none of the
prior art devices offer an interchangeability feature for
accommodating differing numbers and sizes of buckets.
Also, the prior art does not provide for interchangeability
between the bucket support structure and a conventional
wheelbarrow’s single dish-like compartment. Therefore,
there is a need for a simple, bucket transport structure which
will hold buckets on a roughly horizontal level when in
transport in one embodiment, and allow for a similar inter-
changeable structure to replace it to fulfill varying needs in
sizes and amounts of buckets to be transported or the need
for a conventional wheelbarrow in accordance with another
embodiment.

BRIEF SUMMARY OF THE INVENTION

In accordance with one aspect of the invention, a bucket
transport structure may include a wheelbarrow frame having
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a platform that defines one or more holes for receiving
buckets in a roughly horizontal position during transport
thereof. In one embodiment, the bucket transport structure
may include, an integrally formed support platform with
holes for insertion of buckets. The holes may optionally be
lined with a rubber edge or sleeve for an easier and more
secure fit. The platform, in one embodiment, may be secured
to the frame by attachment near the front wheel of a
wheelbarrow frame and, opposite the wheel, upon an upper
portion of the frame near the handles so that an angle is
created that will allow for the buckets to be disposed in a
generally horizontal position during transport.

Having a platform that is removable and replaceable by
another platform allows a user to choose from different
configurations to accommodate different numbers or sizes of
buckets. Further, a removable platform may replace or be
replaced by a traditional single dish-like compartment to
provide a conventional wheelbarrow assemblage. The plat-
form being useful to various people in various areas, such as
construction workers, warehouse personnel, gardeners,
homeowners, farmers, and retail stores.

Further features of this invention will be apparent from
the attached drawings and description of illustrative embodi-
ments of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

These and other features, aspects, and advantages of the
present invention will become better understood with regard
to the following description, appended claims, and accom-
panying drawings where:

FIG. 1 is a side perspective view of one embodiment of
the bucket support platform defining three holes with buck-
ets separate but in condition for placement into the holes;

FIG. 2 is a side perspective view of another embodiment
of the bucket support platform defining two holes with
buckets separate but in condition for placement into the
holes;

FIG. 3 is a side elevation view of one embodiment of the
bucket transport structure defining three holes upon a level
surface;

FIG. 4 is a top plan view of one embodiment of the bucket
transport structure defining three holes;

FIG. 5 is a side elevation view of one embodiment of the
bucket transport structure defining two holes upon a level
surface; and

FIG. 6 is a top plan view of one embodiment of the bucket
transport structure defining three holes.

DETAILED DESCRIPTION OF THE
INVENTION

FIGS. 1-6 illustrate a bucket transport structure, in accor-
dance with various aspects of the present invention. The
drawings depict a bucket support structure 40 adapted to
support multiple buckets 50 connected to a wheelbarrow
frame 10.

In one embodiment, the wheelbarrow frame 10 includes a
wheel 12, rails 14 positioned on either side of the wheel 12,
a front wheel guard 16 disposed between the rails 14, axle
brackets 18 disposed on each rail 14 to connect and allow for
rotation of the wheel 12, legs 20 extending beneath the rails
14, leg brace 22 extending between the rails 14, and each rail
14 includes a handle 24 at a distal end thereof. The rails 14
are disposed angularly, sloping upwardly from a front por-
tion to the handles 24, as shown in FIGS. 1-3 and 5.
Additionally, the rails 14 form an acute angle with respect to
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one another, so that the distance between the handles is
greater than the distance between the front portions of the
rails 14, as shown in FIGS. 1, 2, 4 and 6. In an alternate
embodiment, the wheelbarrow frame 10 may include more
than one wheel 12. The wheels 12 may be aligned side by
side or in any suitable manner to facilitate use of the frame
10. The bucket support structure 40 may include a platform
42, which includes a generally flat upper surface that defines
a series of holes 44, side members 30 extending downwardly
from the upper surface, and a pair of platform supports 48
on a front portion thereof, extending downwardly for con-
nection to the rails 14, as seen in FIG. 2. In an alternative
embodiment, the bucket support structure 40 may include a
single platform support 48, which may be formed by bend-
ing the material of the support structure 40 into an L-shape
with one length consisting of the platform 42 and the other
length consisting of the platform support 48, as seen in FIG.
1. The bucket support structure 40, is preferably integrally
formed from a single piece construction. In a preferred
embodiment, the platform 42 is disposed angularly, as seen
in FIGS. 3 and 5, so that when the bucket transport structure
is in transit, the platform 42 is disposed in a generally
horizontal position. In such an angled configuration, when
the bucket transport structure is at rest on a horizontal
surface, the platform 42 is disposed at an angle from
between about 9 degrees and about 15 degrees, tilted down-
wardly from front to rear (higher in front, lower in rear),
although it is contemplated that other angles may be used, as
desired.

The bucket support structure 40 may be made of metal,
plastic, wood, or any other desired material. The platform
may be constructed by injection molding or by manufacture
in any other suitable manner.

Holes 44 are defined within the platform 42 in an arrange-
ment that provides for the balance of the structure 40 and
frame 10 to distribute the weight of the buckets evenly on
either side of the wheel 12, particularly in transit. The
platform 42 is preferably constructed of a shape to accom-
modate a number of holes 44 in an arrangement beneficial to
the balance of the structure 40 and the frame 10, as shown
in FIGS. 1, 2, 4, and 6. The holes 44 may optionally be lined
with a rubber lining 46, in order to frictionally engage and
secure the buckets 50 placed therein, as seen in FIG. 6. In a
preferred embodiment the platform includes either two or
three holes 44, although it is contemplated that the platform
may include more than three bucket holes or one hole.

The platform 42 is preferably removably connected to the
wheelbarrow frame 10 by at least one platform support 48
extending downwardly from a front portion of the platform,
which connects the platform 42 and the rails 14. The
platform 42, in a preferred embodiment, further may be
removably connected on a rear portion to the rail 14, as
shown in FIGS. 1, 2, 3, and 5.

In another embodiment, the platform includes three holes
44, as seen in FIGS. 1 and 4, and the shape of the platform
42 and the triangular position of the holes is designed to
balance the weight of the buckets evenly on either side of the
wheel, in order to provide balance for the structure 40 and
the frame 10, particularly when in transit.

In a conventional construction, a dish-like compartment is
removably connected to a frame, which includes a wheel 12.
In a preferred embodiment of the present invention, the
dish-like compartment of a conventional wheelbarrow may
be replaced with a bucket support structure 40. Additionally,
several platforms may be interchangeably attached to the
frame 10, wherein, for instance, one platform 42 may
include one hole 44 for a single bucket, a second platform
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42 may include two holes 44 (preferably disposed in linear
fashion, front to back), and a third platform may include
three holes 44 in triangular fashion, as shown. A user may
simply attach whichever platform 42 he or she wishes to use,
depending on the number of buckets the user wishes to
transport at any given time. It is also anticipated that the
interchangeable platforms may also include holes 44 of
different shapes to accommodate different containers.

Although the present invention has been described in
considerable detail with reference to certain preferred ver-
sions thereof, other versions are possible. Therefore, the
spirit and scope of the appended claims should not be limited
to the description of the preferred versions contained herein.
All features disclosed in this specification may be replaced
by alternative features serving the same, equivalent or
similar purpose, unless expressly stated otherwise. Thus,
unless expressly stated otherwise, each feature disclosed is
one example only of a generic series of equivalent or similar
features.

What is claimed is:

1. A bucket transport structure comprising:

an integrally formed first platform;

said first platform defining at least one hole for receiving
a bucket that may be inserted therein;

a frame member attached to an underside of said first
platform;

said frame member including a pair of straight rails
forming a handle at one end thereof and having at least
one wheel rotatably attached therebetween adjacent a
second end;

a platform support extending downwardly from said first
platform and attached to at least one of said straight
rails; and

said first platform having a rear end adjacent said handles
and a front end adjacent said at least one wheel; and

said first platform disposed angularly upwardly from said
rear end to said front end in a range of 9 degrees to 15
degrees from horizontal when said bucket transport
structure is at rest on an even surface.

2. The bucket transport structure set forth in claim 1,

wherein said first platform defines a plurality of holes.

3. The bucket transport structure set forth in claim 1,
wherein said rails are disposed angularly away from one
another toward a rear portion of said rails, so that said rails
are separated by a greater distance adjacent said handles
than the distance between said rails adjacent said wheel.

4. The bucket transport structure set forth in claim 1,
further including a rubber lining attached around a periphery
of said hole.

5. The bucket transport structure out forth in claim 1,
wherein said first platform is removably attached to said
frame member.

6. The bucket transport structure set forth in claim 1,
further including a second removable platform that may be
attached to said frame member and used interchangeably
with said first platform.

7. A bucket transport structure comprising:

an integrally formed platform, said platform including a
generally flat upper surface that defines at least one
hole for receiving a bucket that may be inserted therein;

said platform including a pair of side members extending
downwardly from said upper surface, and further
including a pair of platform supports extending down-
wardly from a front portion of said upper surface,
wherein said platform supports include attachment
means at a distal end thereof for removable attachment
to a wheelbarrow frame;
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said platform further including attachment means on a
rear portion thereof for removable attachment to a
wheelbarrow frame; and

wherein said upper surface is disposed angularly
upwardly from said rear portion to said front portion 5
when said bucket transport structure is at rest on an
even surface.

8. The bucket transport structure set forth in claim 7,

wherein said upper surface defines a plurality of holes.

9. The bucket transport structure set forth in claim 7, 10

further including a rubber gasket disposed about a periphery
of said hole.



